NEXT | LED CYLINDER SURFACE

Lighting LED CYLINDER INSTALLATION INSTRUCTIONS DATE: PROJECT NAME:

IMPORTANT

1. Read all instructions.

2. Install in accordance with national and local electrical code regulations.

3. This product is infended to be installed and serviced by a qualified, licensed electrician.
4. Do not install in wet locations. For dry and damp use only.

5. Turn off electrical power before installing or servicing fixture in any way.

6.Toreducetheriskof fireandoverheating,makesureall connectionsaretight.

7. Under no circumstances can the lighting fixture be covered with heat insulation gasket or similar materials.
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Lighting LED CYLINDER INSTALLATION INSTRUCTIONS DATE:

4" Pendant With Cabl

Recessed Jbox
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Wire Nut Junction Box Screw PM4*22 Power Cord
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4” Canopy Cable Clip Cable Holder Aircraft Cable
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6” Canopy 4” /6” /8t.amp screw nut
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Lighting LED CYLINDER INSTALLATION INSTRUCTIONS DATE: PROJECT NAME:

Pendant With Stem
PARTS

Recessed Jbox Surface Jbox
0 4" Octogon Junction Box (By Others)
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Wire Nut Power Cord Junction Box Screw PM4*22
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Stem Kits 4" Stem 6" Stem 4"/6"/8"Lamp Screw PM3*5
Canopy Kits Canopy Kits
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