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INSTALLATION INSTRUCTIONS
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FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:

Lighting

Lighting

4

1

2

3
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Driver

Violet

Line
Neutral
Ground

Black
White
Green

Pink
Dim (+) 
Dim (- ) 

6

7

Trim Type                 

4 inch square wall wash             

6 inch square wall wash             

4 inch round                                   

8 inch round                                   
1 0 inch round                                   

6 inch round                                   

4 inch round  wall wash           

6 inch round wall wash           

4 inch square 

6 inch square 

                  Recommended Hole Size

4.7 "min. to 5.2 " max. 
5 .3 "min. to 6" max.

5 .3 "min. to 6" max.
6"min. to 7 .3 " max.
6"min. to 7 .3 " max.
6"min. to 7 .3 " max.
6"min. to 7 .3 " max.
7 .4"min. to 8.9 " max.
9 .5"min. to 1 0.8" max.

5 .3 "min. to 6" max.

Table 1

Step       
Drill hole in the ceiling according to the trim size( See Table 1 )

Step       
Open the cover of LED engine according to the direction of arrow.

Step       
Remove appropriate knockout(s) for power supply wiring.

Step       
Bring power supply wires into the junction box using a conduit fitting

Step       
– Connect the line to the black wire, neutral to the white wire and ground 
wire to the green wire with the supplied quick disconnect.

Note: Compatible with 0- 1 0V dimmer If need dimming. The driver VIOLET 
(D+) to the dimmer+(VIOLET), and the driver PINK(D- ) to the dimmer- (PINK) 
w ith the supplied nuts.

– Tuck all wires and wire nuts into the fixture junction box.
– Close the cover according to the direction of arrow.

Step       
Tighten up the spring to mount the LED downlight onto the ceiling,then 
adjust the position and complete installation      .

Optional Function:
Use the wattage and CCT dip- switch (if equipped) to adjust the fixture to 
the desired wattage level and CCT. Refer to label on top of driver for each 
setting.
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