
Core Regress™ 10
Spec-Grade | 10" Regressed Architectural LED Downlight

FEATURE
     CCT and wattage adjustable

     Twist-Lock Modular design

     New construction housing frame available

PERFORMANCE

UL, Energy Star and Damp Rated

Asmart design that one LED engine fits all trims

4".6",8" and 10" size,85lm/w,up to 80w 

The Next Lighting Core Regress™ 10 is a specification-grade 10-inch regressed LED downlight engineered to deliver 
exceptional visual comfort, architectural elegance, and high-performance illumination for today's most demanding 

commercial environments. Designed around a deeply regressed light source, Core Regress minimizes glare while 

creating a refined, quiet ceiling aesthetic that enhances the overall architectural experience.
Combining powerful lumen output with advanced optical control, Core Regress 10 produces smooth, uniform 

illumination with outstanding visual comfort. The regressed aperture conceals the light source from normal viewing 

angles, reducing brightness perception while maintaining excellent lighting performance across large open spaces.

Field-selectable wattage and color temperature options provide unmatched project flexibility, allowing a single 
fixture to accommodate varying application requirements while simplifying inventory management and 
specification processes. Constructed for long-term reliability and ease of installation, Core Regress 10 features a 
durable architectural housing, premium optical system, and high-eȚciency LED platform. Its large aperture and 
elevated output make it particularly suited for spaces with higher ceiling heights where both performance and 

aesthetics are critical. Ideal for corporate headquarters, higher education facilities, healthcare campuses, 
hospitality venues, airports, museums, retail environments, and premium public spaces, Core Regress™ 10 

delivers architectural-grade illumination with superior visual comfort and timeless design.

Lighting
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4" 27W  NON-IC 

1.97" 6"/ 8" / 10" 40W IC

2.36"

6"/ 8" / 10" 80W NON-IC

3.94"

6 inch 8 inch 10 inch4 inch

Model NO.
Medium

Lumen Output

40W, 3500LM

27W, 2025LM

80W, 6800LM

27W, 2300LM

20W, 1600LM

65W, 5500LM

18W, 1500LM

14W, 1200LM

50W, 4200LM

3000K, 3500K, 4000K

3000K, 3500K, 4000K

Fixed

High
CCT Adjustable Type

NXT-NS-40W-TWS

NXT-NS-27W-TWS

NXT-NS-80W-XXE

Low

IC

NON-IC

NON-IC



PRODUCT ORDERING GUIDE
Example: NXT-CR10-CE10

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Core Regress

NXT-CR10
10 Inch

 

40W-TWS
Wattage Selectable 40w,27W,18W & CCT Adjustable 3000K,3500K,4000K

80W-30E
Wattage Selectable 80w,65w,50w & 3000K 

80W-35E
Wattage Selectable 80w,65w,50w & 3500K 

80W-40E
Wattage Selectable 80w,65W,50w & 4000K

 

Cutout Size Wattage & CCT

Optional New Construction Frame Kit Optional Function

  

 OPTIONAL PENDANT ACCESSORY 
Optional Spring Clips

SP10
Spring Clips For 10"

 

Emergency Function
(Only external 8w or 25w LED emergency driver
with standard indicator available and need
field-installed.)

*Make to Order means additional cost and/orlead time on
customized fixtures may apply. Some fixtures require an MOQ.
Please contact yoursales rep for more information.

Spun aluminum reflector integrated with haze finish
and white trim ring with shadow free, deeply regressed
dișusing lens conceals the LEDs from direct view.

EME/EM-H08170
8W Emergency LED Driver

EME/EM-H08170
25W Emergency LED Driver

FK10R
10" Housing Frame Kit

Optics

cULus listed for damp locations
Energy Star Listed

Tested toIESNA LM-79 and LM-80
5years limited warranty

Approvals

Powered by Class 2 high eȚciency LED
driver,with a standard 0-10v dimming
which continuous dims to 10% that
works with many types of controls.
Tested Dimmers: Lutron Diva-Dvtv,
Leviton°IP-710-DL.
<20%
>0.9
Standard electronic drivers are cULus
recognized and available for 110-277V AC.

LED Driver CRI
CCT

LED

Thermal
Management
Environment

THD
Power Factor
Input Voltage

Electrical

Minimum 80 color rendering index
The choice of 3000K,3500K,4000Kand 5000K
color temperature with a great color consistency.
or CCT adjustable from 3000K,3500K and 4000K.
Life Minimum 50.000h with 87.8% of lumen
maintenance in 25℃C ambient temperature, in
compliance with IES LM-80 testing measurements.
Aluminum housing acting as the heat sink to
maximize life.
Damp rated in operating ambient
temperatures of-20°c-40℃.

LED System



Core Regress FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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MOUNTING ACCESSORY
Standard  - Clips

Designed for CES downlight fixation, this 

spring clip can be used to secure the light 

to the housing frame kit if the existing clips 

could not match the mounting diameters. 

Made of premium material for long time 

and durable use.

Optional  - Spring Clips

10inch

1.11"

9.07"

Optional New Construction Frame Kit

An Ideal Match, 

CES Downlight + Frame Kits

The frame kit was specifically designed for the CES series, it 

delivers the perfect aperture for a tight, seamless fit. This 

minimizes the space and materials required for installation. 

Steel housing frames are suitable for new construction. They 

are available in 6inch, 8inch and 10inch.

10inch

16.12"

27.25"9.54"

15"

1.34"

3.
5

5
"

B

6.26"

SP10

FK10R

DIMENSIONS

Mounting Diameters: 10"-10.7"

10"

9.26"(40W IC)

10.84"(80W Non-IC)

10.95"

4.18"

9.26"

10.99"


