
NSP2 Pendant
Spec-grade | Architectural LED Linear Lighting

FEATURE

     Wattage selectable (50%/75%/100%) 

     CCT adjustable from 3000K, 3500K, 4000K

     7 embedded lighting distributions adjusting 

     by dip switch

     0-10V dimming, dim to 10% or 1% options

PERFORMANCE

Available in dișuser, micro reflector, louver and regressed lens

Available in 2', 3',4' and 8', individual units or continuous runs

Custom pattern with optional Line, L, X, T, Y, V, Z, Curve joiners

Next Lighting NSP2 2.3" linear pendant lighting is a unique linear series that brings any space to the center 

stage.These linear luminaries is available in 2ft, 3ft, 4ft and 8ft, simply provide wide, powerful lighting to any 

atmosphere with continuous runs. It can provide smooth uplight and downlight, allowing for wider spacing 

between fixtures and better ceiling light uniformity. Unleash lighting design flexibility with Zeta with dișerent 

shapes and patterns, it adds fun factor into each room.

Lighting
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Louver

Regress Lens

Micro Reflector

Dișuser

Lens

3000K/3500K/4000K

3 000K/3500K/4000K

3000K/3500K/4000K

3000K/3500K/4000K

50% UP/50% DOWN4000K

1200lm/ft

9 50lm/ft

Up to 2400LM Up to 2100LM

Up to 3600LM Up to 3150LM

Up to 4800LM Up to 4200LM

Up to 9600LM Up to 8400LM

Up to 1900LM Up to 1300LM

Up to 2850LM Up to 1950LM

Up to 3800LM Up to 2600LM

Up to 7600LM Up to 5200LM

Up to 2200LM Up to 1800LM

Up to 3300LM Up to 2700LM

Up to 4400LM Up to 3600LM

Up to 8800LM Up to 7200LM

Up to 2300LM Up to 1800LM

Up to 3450LM Up to 2700LM

Up to 4600LM Up to 3600LM

Up to 9200LM Up to 7200LM

1100lm/ft

1150lm/ft

Lumen OutputEfÏcacy

100%DOWN 4000K

1050m/ft

9 00lm/ft

900lm/ft

650lm/ft

Lumen OutputEfÏcacy

20W/15W/10W

20W/15W/10W

20W/15W/10W

20W/15W/10W

30W/23W/15W

40W/30W/20W

30W/23W/15W

40W/30W/20W

40W/30W/20W

40W/30W/20W

30W/23W/15W

30W/23W/15W

80W/60W/40W

80W/60W/40W

80W/60W/40W

80W/60W/40W

Length
Wattage 

Selectable

2'

2'

2'

2'

3'

4'

3'

4'

4'

4'

3'

3'

8'

8'

8'

8'

CCT Adjustable



PRODUCT ORDERING GUIDE

Example: NXT-NSP2-ZE4B-WH-40W-D10-80TW-A-DF (Pendant)

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:

Lighting www.Nextlighting.com                                                                       PAGE 2/10

NSP2 Pendant

NXT
NSP2

ZE2B WH 20W D10 TW A80

D01

2 Feet Bold

ZE3B
3 Feet Bold

ZE4B
4 Feet Bold

ZE8B
8 Feet Bold

White 80+ CRI
(Standard)

90
90+ CRI

BL

CM

Black

Custom

110-277V AC

(Dims to 10%)

110-277V AC
(Dims to 1%)

CCT adjustable
3000K/3500K
4000K for 
dișuser,
louver and 
regressed lens

DF
Dișuser

LV
Louver

MR
Micro Reflector

RL
Regressed Lens

WW
Wall Wash 
Dișuser (30° Tilt)

Just to remark 
the mounting. 
Don't show in 
product label.

Adjustable by visible 

Dip switch:
100% uplight 
10% down, 90% up 
30% down, 70% up
50% down, 50% up 
70% down, 30% up
90% down, 10% up
100% downlight

 

20W/15W/10W 
Selectable for 2ft

30W
30W/23W/15W
Selectable for 3ft

40W
40W/30W/20W
Selectable for 4ft

80W
80W/60W/40W
Selectable for 8ft

 

Note: UL Listed Model#s have been updated. 
The actual product label may appear to be 
dișerent than actual specsheet.

NXT-
NSP2

PendantDF

Product
Series

Length Finish Wattage 0-10V Dim
CRI

Options
CCT

Lighting 
Distribution

Down Lens

Power Cord&Aircraft Cable Non-lit Joiner Optional Functions

C05WH

C12WH
12 ft white power cord + 12ft aircraft cable   

C05BL
4 ft black power cord + 5ft aircraft cable 

4 ft white power cord + 5ft aircraft cable 

C12BL
12 ft black power cord + 12ft aircraft cable

SJ
Straight Line Joiner 

(Optional 40' rolling dișuser)

TJ
"T" Joiner 

LJ
"L" Joiner

XJ
"X" Joiner

 YJ
"Y" Joiner

VJ
"V" Joiner       

 ZJ
"Z" Joiner

UJ
Curve Lit or Non-lit
Silicone rolling lens required if lit

 OPTIONAL PENDANT ACCESSORY 

Canopy Ceiling Type

DW
Dry ceiling

Mount to J-box

TF
Drop ceiling clips

for 9/16" and 15/16" 

flat ceiling

TS
Drop ceiling clips

for 9/16" slot 

Ceiling

TX
Drop ceiling clips

for 15/16" slot 

Ceiling

RDWH
1.6" Round & White  

4.5" Round & White (Designed for power cable)  

SQWH
1.6" Square & White

4.5" Square & White (Designed for power cable) 

RDBL

1.6" Round & Black         

4.5" Round & Black (Designed for power cable) 

SQBL

1.6" Square & Black         

4.5" Square & Black (Designed for power cable) 

EMI
Emergency Function
(Built-in 16W LED emergency 
driverand indicator before 
delivery, only for 4ft and 
8ft lengths.)

OCC

Sensor Function

(Built-in occupancy sensor in 

5.8inch round canopy)

SMC

Smart Control Function
(Tunable white, brightness control
and lighting distribution 0%~100% 
by APP or wall switch)

EME
Emergency Function

(Only external 16w or 25w LED 

emergency driver with standard 

indicator available and need 

field-installed.)



NSP2 Pendant FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Finish

WH
White

BL
Black

CM
Custom

Down
Lens

DF
Dișuser

LV
Louver

MR
Micro 
Reflector

RL
Regressed 
Lens

WW
Wall Wash 
Dișuser
(30° Tilt)

0-10V Dim 

Example: ZEB-S08-WH-D10-DW-RDWH-CO5WH

Ceiling Type

DW
Dry ceiling

Mount to J-box

TF
Drop ceiling clips

for 9/16" and 15/16" 

flat ceiling

TS
Drop ceiling clips

for 9/16" slot 

Ceiling

TX
Drop ceiling clips

for 15/16" slot 

Ceiling*

Power Cord&

Aircraft Cable
Canopy 

C05WH
4 ft white power cord 

+ 5ft aircraft cable 

C12WH
12 ft white power cord 

+ 12ft aircraft cable  

C05BL
4 ft black power cord 

+ 5ft aircraft cable

C12BL
12 ft black power cord

 + 12ft aircraft cable

(Designed for power cable) 

RDWH
1.6" Round & White                    

4.5" Round & White  

(Designed for power cable) 

SQWH
1.6" Square & White                    

4.5" Square & White 

RDBL
1.6" Round & Black         

4.5" Round & Black 

(Designed for power cable) 

SQBL
1.6" Square & Black         
4.5" Square & Black 
(Designed for power cable) 

CUSTOM LINE OR SHAPE ORDERING GUIDE

SHAPE/LENGTH* 
(CHOOSE 1 & ENTER LENGTH IN FEET)

Individual 6ft/ up to 8ft Continuous Run Section 

(Enter length in product code above, ex. C18)

Square Configuration
(Enter side length A, ex: S18)

Rectangular Configuration 
(Enter side lengths A and B, ex. R12/24)

L-Shaped Configuration
(Enter side lengths A and B, ex. L12/24)

Cross-Shaped Configuration(Enter side 
lengths A, B,C and D, ex. X02/02/02/02)

Y-Shaped Configuration 
(Enter side lengths A,B and C, ex. Y04/04/04)

Hexagon-Shaped Configuration 
(Enter side lengths A, ex. H4)

ZEB-C__

ZEB-R__/__

ZEB-L__/__

Angled Configuration to connect another line on a 
dișerent plane(Enter side lengths Aand B, ex.Z04/04)

Curve Configuration. Silicone rolling lens required 
for lit curve (Enter side lengths A and B, ex. A04/04)

ZEB-Z__/__

ZEB-U__/__

ZEB-X__/__/__/__

ZEB-Y__/__/__

ZEB-H__

ZEB-S__

D10

Dims to 10%
110-277V AC

110-277V AC

D01

Dim to 1%

Tested Dimmers: 
®

Lutron  Diva-Dvtv, 
®

Leviton  IP-710-DL.

AD

(L)

(Y)           (H)                         (Z)

(R)(S)

A

A

A

A

B

A

B

B B

C

(X)

A

B

C

C

Square Rectangular L-Shaped

Cross-Shaped  Y-Shaped Hexagon   Angled

A

Continuous Run

)   (C

(U)

Curve

(T)

A

B

T-Shaped

A

B

Shape orientation Looking from the Ceiling down to the floor.
Allcorners of shape must be 9o°or12o°,same plane.joiners and rolling lens will be included.
FOR more complex shape,CONTACT NEXT.

Means additional cost and/or lead time on customized fixtures mayopply. 
Some fixtures require an MoQ.Please contact your sales rep for more information.
Damp rated for ambient operating temperature of -20°C to +40°c (-4° to+104*F)



NSP2 Pendant FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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CONFIGURED SHAPES

Soft Corners- LitStraights & Mitered Corners

Square

Rectangle

Hexagon

Straight 90° Double Squiggle

Soft Rectangle-Lit

Soft Square-Lit

Soft Rectangle

Soft Square

Soft Square-Lit

Soft Corners

Soft Square

Circle-Lit

90° L Angle 90° Soft Angle-Lit 90° Soft Angle



NSP2 Pendant FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Suspending the luminaire  in the T-grid. 
Compatible for various T-grid, including 9/16" 
Flat, 9/16" Slot,15/16" Flat and 15/16" Slot.  

Drop Ceiling / On Grid

*Please see the installation instruction for more details.

9/16" Flat Ceiling 9/16" Slot Ceiling

15/16" Slot Ceiling15/16" Flat Ceiling

Dry Ceiling / Oș Grid
Various Hard Ceilings  (Mount to J-box)

MOUNTING

Canopy Style 

1.6" Round

(Non Power Feed)   

4.5" Round

(Power Feed)   

4.5" Round With 

Emergency Driver

(Non Power Feed) 

1.6" Square

(Non Power Feed)   

4.5" Square

(Power Feed)   

4.5" Square With 

Emergency Driver

(Non Power Feed) 

5.8" Round With

Occupancy Sensor

(Power Feed)  

WH BL WH BL WH BL WH BL WH BL WH BL WH BL



NSP2 Pendant

Pendant Accessories For Dry Ceiling Pendant Accessories For Drop Ceiling

Canopy Kits Canopy Kits

Power Cord Kits Power Cord Kits

Aircraft Cable Kits

Aircraft Cable Kits

T-grid Clips

Junction Box

4FT Standard
(12FT Available)

4FT Standard
(12FT Available)

5FT Standard
(12FT Available)

5FT Standard
(12FT Available) For 9/16" and 15/16" 

Flat Ceiling

For 9/16" Slot Ceiling For 15/16" Slot Ceiling

(2 Clips/Set) (2 Clips/Set)

(2 Clips/Set)

DIMENSIONS

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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2FT

8FT

3FT

L 23.70"

L 35.71"

W 2.34"

H 3.46"

 4FT

L 47.72"

L 95.24"



NSP2 Pendant

Standard Line Runs In 120v

Luminaire 

Run Length (ft)
Run Configuration Line Joiner 5' Power Cable 5' Aircraft Cable Canopy

2

4

6

8

10

12

14

16

18

20

22

24

26

28

30

32

34

36

38

40

2'

4'

4'+2'

8'

8'+2'

8'+4'

8'+4'+2'

8'+8'

8'+8'+2'

8'+8'+4'

8'+8'+4'+2'

8'+8'+8'

8'+8'+8'+2'

8'+8'+8'+4'

8'+8'+8'+4'+2'

8'+8'+8'+8'

8'+8'+8'+8'+2'

8'+8'+8'+8'+4'

8'+8'+8'+8'+4'+2'

8'+8'+8'+8'+8'

-

-

1

-

1

1

2

1

2

2

3

2

3

3

4

3

4

4

5

4

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

2

2

3

2

3

3

4

3

4

4

5

4

5

5

6

5

6

6

7

6

2

2

3

2

3

3

4

3

4

4

5

4

5

5

6

5

6

6

7

6

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Custom Pattern With Joiners

Line Joiner 

Y  Joiner    " "T  Joiner    " " L  Joiner    " " V  Joiner    " " Z  Joiner    " "

12
0°

120°
90°

5.13"7.89" 7.09"7.09"

3.46"

3.46"
3.46"

3.46"
90°

5.51"

1.46"
2.2"

X  Joiner    " "

90°
7.89"

3.46"

10.46"

2.38"

2.76"

Continuous Run

Power FeedAircraft
Cable

Individual or continuous run, up to 40ft in 120V AC,100ft in 277V AC.
40' Continuous 

Rolling Lens



NSP2 Pendant FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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MOUNTING LOCATION

3000K 3500K 4000K
DOWN

3000K 3500K 4000K
UP

FFOFFOFFOFFOFFO NONONO FFOFFOFFONONONOFFOFFOFFOFFO

2222222 1111111 3333333

0%

0%

%05%07%03%09%01

100%

100%

%05%03%07%01%09

NONONO

Power cable location

Screw holes to fix the joiner

Cable hole for UP LED 
module ONLY

Screw holes for aircraft cable

CCT adjustable

(Up / Down)

Wattage selectable 7 Lighting distributions adjustable

HighMediumLow

123

CURVE LIGHT

23.61"

23.61"

2.76"

2.76"

2.34"

R:19.69"

Lit Curve(Non-lit available)

Note: It reduces brightness by 20% if using silicone rolling lens for the whote pattern.

Performance:
Wattage selectable (30W/23W/15W)

CCT adjustable (3000K/3500K/4000K)

Down lighting distribution adjustable (100%/90%/70%/50%/30%/10%)

0-10V dimming, dim to 10% or 1% options

Up to 2700lm
Up to 40' silicone rolling lens



NSP2 Pendant FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Tunable White 2700K-5000K

Smart Control

Brightness Control Dim to OFF

Kelvin

Brightness

Lighting Distribution Lighting Distribution Direct And Indirect

0%~100%

SMART CONTROL 

BY APP OR WALL SWITCH 



NSP2 Pendant

DISTRIBUTION DIAGRAM

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Zonal Flux Diagram

C0 C45 C90 C135 C180Υ

50

10

60

20

70

30

80

40

90

844.1

792.8

716.2

616.1

499.2

365.3

224.4

90.07

39.69

151.2

384.4

647.4

787.6

758.4

663.4

581.3

534.3

529.9

849.1

807.2

737.2

644.0

530.9

402.1

260.6

120.5

49.44

163.7

328.2

443.0

497.4

518.4

517.6

514.0

524.9

529.8

835.1

788.8

715.9

619.9

505.0

374.7

232.0

95.53

5.334

51.22

131.1

219.3

305.2

382.3

443.7

489.8

518.7

529.8

821.8

762.5

677.7

572.8

451.3

315.6

174.7

51.77

21.91

102.9

278.8

441.8

530.7

561.8

564.1

540.6

530.1

529.8

851.1

807.4

735.6

639.9

525.8

395.8

254.3

117.0

41.89

136.5

362.9

634.5

775.5

757.7

675.3

586.6

537.2

529.9

140

100

150

110

160

120

170

130

180

DEG LUMINOUS INTENSITY:cd

 Luminance cd/(m2)

G(DEG)  C0/180   C90/270

85

80

75

70

65

60

55

50

45

5888

7204

8283

9112

9708

10148

10512

10787

10988

6535

7641

8654

9422

10024

10409

10690

10912

11085

Zonal Lumens

Υ

40-50

0-10

50-60

10-20

60-70

20-30

70-80

30-40

80-90

φ total

80.98

312.7

663.4

1086

1525

1924

2230

2408

2466

2533

2730

3081

3517

3940

4287

4539

4689

4739

130-140

90-100

140-150

100-110

150-160

110-120

160-170

120-130

170-180

UNIT: lm

0

30

60

90

120

150

-90

-60

-30

-120

-150

-/+180

AVERAGE BEAM ANGLE(50%): 360.0°

UNIT:cd
C0/180, 360°

C60/240, 360°
C30/210, 360°

C90/270, 360°

Lumens: 4739.1 Lm
Watts: 40 W
LPW: 118.48 Lm/W
CCT: 4000K

0

180

360

540

720

900

4'/ Dișuser/50% Up,50% Down/ 4000K

0

300

600

900

1200

1500

Zonal Flux Diagram

C0 C45 C90 C135 C180Υ

50

10

60

20

70

30

80

40

90

1080

979.0

812.0

591.3

351.7

160.0

83.27

32.44

29.54

133.0

355.3

619.5

768.4

748.7

654.4

570.4

521.3

516.7

1035

906.2

730.3

522.4

316.7

176.7

105.6

53.30

66.04

190.9

337.7

430.1

471.2

488.8

489.0

497.4

510.4

516.6

954.1

768.3

548.8

316.4

194.1

126.5

73.47

31.05

1.446

43.89

121.1

208.1

292.9

368.7

431.7

477.9

508.1

516.5

927.2

723.1

499.4

290.5

152.0

85.60

38.44

2.405

0.4677

68.63

230.3

409.1

520.3

559.9

567.4

544.6

524.3

516.6

1072

961.9

787.4

560.6

319.5

138.9

73.07

25.50

28.35

129.1

353.8

623.0

762.4

743.5

661.0

571.4

523.3

516.7

140

100

150

110

160

120

170

130

180

DEG LUMINOUS INTENSITY:cd

 Luminance cd/(m2)

G(DEG)  C0/180 C90/270

85

80

75

70

65

60

55

50

45

2227

2595

2967

3381

3871

4444

5907

7599

9253

2085

2483

2740

2983

3236

3513

3834

4195

4620

Zonal Lumens

Υ

40-50

0-10

50-60

10-20

60-70

20-30

70-80

30-40

80-90

φ total

99.25

361.0

707.3

1047

1308

1483

1590

1647

1672

1734

1919

2252

2672

3082

3422

3669

3816

3866

130-140

90-100

140-150

100-110

150-160

110-120

160-170

120-130

170-180

UNIT: lm

0

30

60

90

120

150

-90

-60

-30

-120

-150

-/+180

AVERAGE BEAM ANGLE(50%): 191.7°

UNIT:cd
C0/180, 324.8°

C60/240, 65.6°
C30/210, 314.8°

C90/270, 61.7°

Lumens: 3865.5 Lm
Watts: 40 W
LPW: 96.64 Lm/W
CCT: 4000K

4'/Louver/50% Up,50% Down/ 4000K


