
NPD2 Pinpoint™
Spec-Grade | 2" Deep Regress Architectural LED Downlight

Feature
     Beam Angle: 30° and 60° optics options

     Trimmed or trimless options.

     COB LED: 4 Fixed CCT 90+ CRI or Dim to 

     Warm 95+ CRI options.

Architectural Friendly: Modular design, various unique combinations.

Adjustable Ring: 360° rotation and a maximum 30° tilt angle.

2 in 1 Dimming: 0-10V (Dim to 1%) and TRIAC in one package

New construction and remodel options for any site condition.
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PERFORMANCE

Efficacy Efficacy Delivered Lumens Delivered Lumens

30° Beam @ 3000K 50° Beam @ 3000K Dim to Warm 
3000K~2000K 95+ CRI

Wattage
Selectable

The Next Lighting NPD2 Pinpoint™ redefines accent lighting with precision optics, exceptional 
visual comfort, and limitless design flexibility. Engineered for architects and lighting designers 
who demand both performance and aesthetics, this 2" aperture deep regress downlight delivers 

powerful illumination in a remarkably compact form factor. Producing up to 1,200 lumens, NPD2 

Pinpoint combines advanced COB LED technology with deep-set optics to minimize glare while 

creating crisp, controlled beams. Available with 30° and 60° beam distributions, it is ideal for highlighting

architectural details, artwork, retail displays, hospitality environments, and premium residential spaces. Designed 

around a highly modular platform, NPD2 oșers extensive customization through multiple trim styles, housing options,
and installation configurations. Choose from trimmed or trimless appearances, fixed or 360° rotation with 30° tilt 

adjustable gimbal options, and a variety of mounting solutions for both new construction and remodel applications.

Premium LED packages include 90+ CRI fixed CCT options or 95+ CRI Dim-to-Warm technology, delivering vibrant 

color rendering and a natural lighting experience. For maximum compatibility, every fixture includes dual dimming 

technology, supporting both 0-10V dimming to 1% and TRIAC dimming within a single driver package.

Small in size yet powerful in performance, the NPD2 Pinpoint™ provides the versatility, precision, and architectural 

elegance required for today's most demanding lighting designs. 



FIXTURE TYPE:

PROJECT NAME:

LOCATION:

DATE:
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NPD2 Pinpoint™

30°

0°

15°
22.5°

7.5°

COPA 

Downlight

Series

2inch 

Round

Trimmed 

With White

Flange

90+ CRI 2700K Cree COB

3000K Cree COB

3500K Cree COB

4000K Cree COB

B
Trimmed 

With Black

Flange

Trimless 

0-10V, 

(Dim To 1%) 

Or TRIAC 

Dimming

 

Tilt Angle And 

360° Horizontal 

Adjustment.

Remodel(Non-IC)

New Construction

Frame Kit(Non-IC)

New Construction

Housing Insulation Kit (IC)

None    

Honeycomb

Decorative Kit

95+ CRI

(ONLY For 

Dim To 

Warm)

Dim to Warm

3000K~2000K

Bridgelux COB

(13W Max)

+

+

+

+

+
+

Beam 30°

Beam 50°

None    

Emergency Pre-install 8W 

LED Emergency Driver And 

Indicator Before Delivery

White

Black

Chrome

Gold

Yellow

Green

Transparent

Blue

Red

Waterproof Plate ( Wet Rated)

Up to 19W, 1200LM

(5W, 8W, 10W, 

13W, 16W , 19W

Field-selectable)

PRODUCT ORDERING GUIDE
Example: NXT-N2-2R-TW-19W-DT1-9027-B30- -RW-RM

NXT-N2



NPD2 Pinpoint™
FIXTURE TYPE:

PROJECT NAME:

LOCATION:

DATE:

Lighting www.Nextlighting.com                                                                       PAGE 3/6

STRUCTURE

ElectricalLED System

outstanding illumination at a tight chromaticity 

Lens 

 

 Thermal 
overload protection shuts down the luminaire 
when system temperatures exceed designed 
operating conditions.

Listings

NOTES:

Installation

Trim Finish / Shade

2000K-3000K

 2000K - 3000K
 95+ CRI

Dim to Warm

100%

Intensity
(Lumens)

0%

2000K 3000KColor Temperature(CCT)

2700K

• •
• •

Fixed CCT

100%

Intensity
(Lumens)

0%

2700K 4000KColor Temperature(CCT)
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DIMENSIONS

2" Round Trim

2" Round Trimless
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MOUNTING 

  ceilings  remodel 

application.

ceilings.

Remodel(NON-IC Rated)- LED Driver Box

       /

7       20/

     /

      /

N2-2R-TW/TB

N2-2R-TL
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New Construction-Frame Kit (NON-IC Rated)
 

 

  when 

New Construction-Housing Insulation Kit (IC Rated)

insulation.

Pre-install LED 

Emergency Driver 

Available.

Pre-install LED 

Emergency Driver 

Available.

      20/

/2    

    
2/

2" Round Trim

      20/

   2/

    
2/

2" Round Trimless

Mounting Hole Options

    /

    /

7       20/

      7
20/

       20/Mounting 
Hole 

Options

       20/Mounting 
Hole 

Options
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