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IMPORTANT SAFETY INSTRUCTIONS

W ARNING - RISK OF FIRE OR ELECTRIC SHOCK. LED dow nlight installation requires know ledge of luminaires 

electrical systems. If not qualified, do not attempt installation. C ontact a qualified electrician.

W ARNING - Install these dow nlights only in housing that has the construction features and dimensions 

show n in the photographs and/or draw ings and w here the input rating of the LED dow nlight does not exceed 

the input rating of the housing.

Please examine all parts that are not intended to be replaced by the LED dow nlight for damage and replace 

any damaged parts prior to installation of the LED dow nlight.

Do not make or alter any open holes in an enclosure of wiring or electrical components during installation. 

W ARNING - To prevent w iring damage or abrasion, do not expose w iring to edges of sheet metal or other 

sharp objects .

1 . Read all instructions c ompletely before beginning. Keep these instructions in safe place for future reference.

2 . To reduce risk of fire and over-heating, make sure all connections are tight.

3 . Turn off the electrical pow er before proceeding.

C A U T IO N : R IS K O F F IR E O R E L E C T R IC S H O C K

LED dow nlight installation requires know ledge of luminaires e lectrical systems. If not qualified, 

do not attempt installation. C ontact a qualified person.
Step 3: Connect LED downlight with housing using provided quick-connectors       .

Step 4: Complete installation by carefully tighten the spring clips through the ceiling opening       .

             and/or hanger wires secured to the building structure. Drill hole in drywall      . The size is as per the table (A). 

             fixture in the ceiling so that the weight of the fixture is supported by the hanger bars, mounting channel, bar,

Step 1 : Locate fixture position. Install the fixture in the ceiling using the two hanger bars        (Supplied) . M ount the

Installation - New Construction Applications

Step 2: Open the J-box             ,  connect the power supply and ground wire according to the wiring diagram. (Only if the driver

            has 0-10V dimming, the dimming  wire needs to be connected). For Trimless installation, refer to Diagram B.
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NEW C ONS TRUCTION

List:

1.Engine 

2.New Construction-Housing Insulation Kit(IC)or

  New Construction-Frame Kit (NON-IC)

3.Trim Or Trimless

REM ODEL

1.Engine 

2.LED Driver Box(Remodel)

3.Trim Or Trimless

    i t upw ard to lock into place (See 2- 1 ).

    S lide the button dow nw ard in the trim direction

1 . A ssemble Lens A nd LED Engine: 

    A ttached together, and secure them tight

    w ith clockw ise direction.

2 . A ssemble Lens A nd Trim: 

    t o combine the lens and trim. Once aligned, s lide

W hen trim, lens and LED engine are separated,assemble them by the follow ing steps: 

List:

1 2 2-1

M ounting S pace Required

Frame Kit (NON-IC)

M in 1 4"× 1 9"× 8"

M ax 24"× 1 9"× 8"
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Installation - Remodel Applications

            connected.) Plug the male connector with the female connector. Connect the ground wire       . For Trimless installation, 

            refer to Diagram B.

Step 2: Plug AC power cord into the quick connector A. (Only if the driver has 0-10V dimming, the quick connector B needs to be

Step 3: Connect LED downlight with housing using provided quick-connectors      . 

Step 5: Complete installation by carefully tighten the spring clips through the ceiling opening       .

Step 4: The driver box is fixed to the ceiling by magnetic force of a magnet       .
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Step 1 : Drill hole in the ceiling. See opening size reference (OSR, table A).
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Trimless M ounting (B)

3 . Install the dust cover and apply plaster for a seamless finish.

1 .Secure the outer ring to the ceiling w ith screw s.

   ( Clockw ise) to fix the inner ring in place.

2 .Rotate the inner ring to set the desired height. U se a screw driver to tighten the screw s on both s ides 

1 2

3 4

Table (A)

Trim Style Opening Size Reference

2 inch  R ound Trim

3 inch S quare Trim

3 inch S quare Trimless

3 inch Round Trimless

2 inch Round Trimless

3 inch  R ound Trim 

Opening Size Reference

4

5

φ 3 " (Round Hole)  

3"×        (Rectangle Hole) 2 -  
7
/8"

φ           (Round Hole)  2 -  
1
/4"

(Round Hole)  φ           3 -  
1
/2"

(Round Hole)  φ           3 -  
1
/2"

(Square Hole) 3-  
1
/2" 3 -  

5
/16"×

M ounting Space Required

 Up to 10W: Min 8"× 8"× 8"

8"

8"

8"
 

Up to 19W: Min 17"× 10"× 8"

10"

17"
8"
 

Ins tall from A bove. S ervice from A bove .  


