
N°3 Cylinder
CY3 Series | Pendant & Surface & Wall Mount Round Cylinder

Feature
     Fully modular cylinder, configure over 10,000 possibilities

     Choose from a wide range of beam angles: 15°,24°,36°,60°

     COB LED: 4 Fixed CCT 90+CRI or Dim to Warm 95+CRI options

     Options for anti-glare trim, drop lens, decorative kit or wall wash 

PERFORMANCE

2 in 1 Dimming: 0-10V (Dim to 1%) and 

TRIAC in one package

Versatile mounting with cable pendant, 

stem pendant, surface and wall mount

The Next Lighting N°3 Cylinder Series proves that exceptional performance can come 

in a remarkably compact form. With a refined 3-inch profile and lumen packages 

reaching up to 1,900 lumens, N°3 delivers powerful illumination while maintaining 

a clean, architectural presence.Designed to adapt to virtually any application, N°3 

oșers a broad selection of optics, beam spreads, trim styles, color temperatures, 

CRI options, finishes, and mounting configurations. Whether surface-mounted, 

pendant-mounted, or integrated into a custom design, the system provides the flexibility 

designers need without compromising visual comfort or performance. Precision-engineered and architecturally 

inspired, N°3 combines minimalist aesthetics with specification-grade performance, making it an ideal solution 

for hospitality, retail, workplace, multifamily, and high-end residential environments.

Lighting
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2.96"

Remark: The lumens are subject to 3000K 90+ with white anti-glare trim. Lumen output may vary ± 5% base on 

different CCT, beam angle, and trim. 

5W

8W

10W

13W

16W

19W

Wattage
Selectable

15°/3000K/White 36°/3000K/White 24°/3000K/White 60°/3000K/White 

575LM 525LM575LM 475LM

1150LM 1050LM1150LM 950LM

1430LM 1365LM1490LM 1170LM

1680LM 1600LM1760LM 1280LM

1900LM 1805LM1995LM 1520LM

920LM 840LM960LM 760LM

115LM/W 105LM/W115LM/W 95LM/W

115LM/W 105LM/W115LM/W 95LM/W

 110LM/W  105LM/W 115LM/W  90LM/W

 105LM/W  100LM/W 110LM/W  80LM/W

 100LM/W  95LM/W 105LM/W  80LM/W

 115LM/W  105LM/W 120LM/W  95LM/W

Efficacy EfficacyEfficacy EfficacyLumens LumensLumens Lumens



PRODUCT ORDERING GUIDE
Example: NXT-CY3-R-WH-1900L-DT1-9027-W-AW-PC02-RJ

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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N°3 Cylinder

*Available For Quickship - Coming Soon.

None    

Honeycomb

(Only for anti-glare trim)  

Decorative Kit

Yellow

Transparent

Green

Red

Blue

+

+

+

+

+

(Only for anti-glare trim)  

 

2' Nominal Length

4' Nominal Length

8' Nominal Length

12' Nominal Length

Pendant With Flat Canopy Style 

For Recessed J-Box

* The color of canopy, cable and stem 

are the same as the finish  unless 

otherwise specified.

Pendant With Conduit Cutout Deep

Canopy Style For Surface Mounted 

4" Octagonal Junction Box.

Optional high voltage 8W emergency LED driver EM-H08170-LBF 

can be provided. For more info or spec sheet  please visit our ,

website or contact sales.

None

LED Emergency Driver

(External)

Indicator 

(Built-in Canopy) 

*Make to Order means additional cost and/or lead time on 

customized fixtures may apply. Some fixtures require an 

MOQ. Please contact your sales rep for more information. 

LED 

NXT-CY

Cylinder 

Series

90+ CRI 2700K 

Cree COB

3000K 

Cree COB

3500K 

Cree COB

4000K 

Cree COB

0-10V, 

(Dim To 1%) 

Or TRIAC 

Dimming

95+ CRI

(ONLY For 

Dim To 

Warm)

Dim to Warm

3000K~2000K

Bridgelux COB

(13W Max)

Up to 19W, 

1900LM  

WW White

WB Black

   Remark: The 

lumen is subject to 

3000K, 90+ CRI, 

24° beam angle, 

with white trim.

!

White

Black

Silver

Custom

Colors*

AW 

AB

AG

White 

Black 

Gold 

Chrome Silver

1inch thickness

drop lens

Make to Order

Narrow 

Beam, 15°

Medium

Beam, 24°

W
Wide 

Beam, 36°

Flood 

Beam, 60°

3inch, 

Wattage 

Selectable

19W/16W/13W/

10W/8W/5W

Round Pendant 

Cable

Pendant

Rigid Stem

Surface

Wall Mount

NXT-CY



FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:

Lighting www.Nextlighting.com                                                                       PAGE 3/6

N°3 Cylinder

LED System

outstanding illumination at a tight chromaticity 

Electrical

 Thermal overload protection shuts 
down the luminaire when system temperatures 
exceed designed operating conditions.

Listings

NOTES:

 

Dim to Warm

%

0%

2000K

2700K

• •
• •

Fixed CCT

%

0%

2700K

Mounting-Pendant

Canopy Options

using ½ ⅜

Flat Canopy For Recessed J-box  

Conduit Cutout Deep Canopy For Surface Mount J-box

Conduit cutout mounting example

STRUCTURE

Optics 

Finish

Mounting-Surface

For Recessed J-box  

For Surface Mount J-box

using ½ ⅜

Conduit cutout mounting example

Cable Pendant

Stem Pendant 



FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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N°3 Cylinder

CONFIGURATION

PENDANT OPTIONS

WALL MOUNT

Pendant With Flat Canopy For Recessed J-Box

Pendant With Conduit Cutout Deep Canopy For Surface 4" Octagonal Junction Box

 Drop Lens Decorative TrimAnti-glare Trim  Wall Wash Trim

Honeycomb

Cable Mount Stem Mount

DIMENSIONS

Anti-glare Trim/

Decorative Trim/

Wall Wash Trim

Drop Lens

Surface Mount With Conduit 

Cutout For Surface Mounted 

4" Octagonal Junction Box

SURFACE OPTIONS
Surface Mount To Recessed 

Junction Box

Cable Mount Stem Mount



FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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N°3 Cylinder

0

0

6000

3800

9000

5700

12000

7600

15000

9500

0

30
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90

120

150

-90

-60

-30

-120

-150

-/+180

0

30

60

90

120

150

-90

-60

-30

-120

-150

-/+180

AVERAGE BEAM ANGLE(50%): 20.0°

AVERAGE BEAM ANGLE(50%): 22.9°

Lumens: 1929.71 Lm
Watts: 19 W
LPW: 102.71 Lm/W
CCT: 3000K

Lumens: 2037.78 Lm
Watts: 19 W
LPW: 109.19 Lm/W
CCT: 3000K

Zonal Flux Diagram

Zonal Flux Diagram

C0

C0

C45

C45

C90

C90

C135

C135

C180

C180

Υ

Υ

10

10

100

100

20

20

110

110

30

30

120

120

40

40

130

130

50

50

140

140

60

60

150

150

70

70

160

160

80

80

170

170

90

90

180

180

DEG

DEG

LUMINOUS INTENSITY:cd

LUMINOUS INTENSITY:cd

471.7

107.4

29.94

1.377

0.6189

0.5313

0.3807

0.1474

0.0068

0.0081

0.0418

0.1636

0.5329

1.091

1.427

1.517

1.296

1.123

4807

1195

225.6

18.06

6.808

5.304

4.033

1.560

0.0403

0.0660

0.5537

2.136

6.010

11.52

15.09

15.80

13.75

12.47

546.9

121.8

32.67

1.586

0.6106

0.4800

0.3703

0.1475

0.0070

0.0063

0.0340

0.1378

0.4671

1.029

1.400

1.505

1.328

1.132

5344

1382

258.8

19.42

6.838

5.263

3.894

1.494

0.0363

0.0854

0.5009

1.905

5.482

10.98

14.86

15.74

14.06

12.65

625.2

143.7

39.65

2.125

.58720

0.4381

0.3383

0.1388

0.0081

0.0059

0.0303

0.1179

0.4075

0.9648

1.375

1.510

1.366

1.117

5875

1733

392.2

22.89

6.339

.4194

3.249

1.218

0.0227

0.0636

0.3813

1.534

4.738

10.20

14.47

15.85

14.46

12.54

645.3

153.9

46.36

2.882

0.5603

0.4220

0.3215

0.1319

0.0097

0.0050

0.0269

0.1089

0.3896

0.9406

1.355

1.499

1.360

1.122

5878

1955

538.5

29.28

5.468

3.542

2.546

0.9686

0.0344

0.0590

0.2660

1.239

4.299

9.706

14.06

15.72

14.40

12.58

605.1

148.8

46.43

2.337

0.5557

0.4168

0.3145

0.1268

0.0058

0.0068

0.0135

0.0528

0.1872

0.5986

1.159

1.437

1.323

1.125

5661

2012

636.6

42.44

5.259

3.155

2.225

0.8398

0.0441

0.0792

0.1367

0.4761

1.957

6.133

11.65

14.76

13.89

15.56

Zonal Lumens

Zonal Lumens

Υ

Υ

0-10

0-10

100-110

100-110

90-100

90-100

10-20

10-20

110-120

110-120

20-30

20-30

120-130

120-130

30-40

30-40

130-140

130-140

40-50

40-50

140-150

140-150

50-60

50-60

150-160

150-160

60-70

60-70

160-170

160-170

70-80

70-80

170-180

170-180

80-90

80-90

φ total

φ total

720.6

1465

1786

1885

1893

1897

1901

1904

1904

1904

1905

1905

1907

1911

1918

1925

1929

1930

658.7

1498

1886

1990

2000

2005

2008

2010

2011

2011

2011

2012

2014

2018

2026

2032

2037

2038

UNIT: lm

UNIT: lm

 Luminance cd/(m2)

 Luminance cd/(m2)

G(DEG)

G(DEG)

C0/180

C0/180

C90/270

C90/270

85

85

80

80

75

75

70

70

65

65

60

60

55

55

50

50

45

45

1649

1890

2148

2478

2389

2366

2214

2143

2625

1799

2046

2345

2686

2548

2416

2412

2412

3369

1653

1776

2008

2197

2046

1946

1973

2029

3221

1285

1551

1788

2100

1987

1954

2021

2180

3781

UNIT: cd

UNIT: cd

3" / 19W / 3000K / 15°  

3" / 19W / 3000K / 24°  

 DISTRIBUTION DIAGRAM 

C0/180,20.0°

C0/180,23.0°

C30/210,19.9°

C30/210,23.0°

C60/240,20.0°

C60/240,22.9°

C90/270,19.9°

C90/270,22.8°

3000

1900
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N°3 Cylinder

 DISTRIBUTION DIAGRAM 

0

2500
0

30

60

90

120

150

-90

-60

-30

-120

-150

-/+180

AVERAGE BEAM ANGLE(50%): 55.4°

Lumens: 1598.1 Lm
Watts: 19 W
LPW: 84.96 Lm/W
CCT: 3000K

Zonal Flux Diagram

C0 C45 C90 C135 C180Υ
10

100

20

110

30

120

40

130

50

140

60

150

70

160

80

170

90

180

DEG LUMINOUS INTENSITY:cd

1981

1569

676.7

47.57

11.22

8.138

5.653

2.061

0.0660

0.1269

0.9131

2.535

4.857

7.482

9.748

10.83

11.26

11.61

2010

1655

822.6

58.94

11.74

8.476

5.922

2.255

0.0366

0.0922

0.7661

2.285

4.582

7.196

9.476

10.72

11.26

11.72

2031

1750

968.2

87.19

15.50

.5805

5.909

2.430

0.1216

0.0908

0.7257

2.135

4.184

6.907

9.285

10.71

11.29

11.65

2033

1777

1025

109.3

12.83

8.190

5.660

2.366

0.2049

0.0611

0.5728

1.907

4.071

6.621

9.017

10.48

11.13

11.65

2028

1755

964.1

92.50

13.19

8.236

5.643

2.310

0.1615

0.0517

0.2291

1.039

2.760

5.135

7.562

9.347

10.65

11.67

Zonal Lumens

Υ
0-10

100-110

90-100

10-20

110-120

20-30

120-130

30-40

130-140

40-50

140-150

50-60

150-160

60-70

160-170

70-80

170-180

80-90

φ total

195.1

719.7

1298

1535

1556

1565

1572

1576

1577

1577

1578

1579

1581

1585

1590

1594

1597

1598

UNIT: lm

 Luminance cd/(m2)

G(DEG) C0/180 C90/270

85

80

75

70

65

60

55

50

45

2146

2705

3195

3766

3879

3709

3861

3977

5106

2984

3096

3429

3822

3561

3796

4161

5334

9375

UNIT: cd

3" / 19W / 3000K / 60°  

C0/180,55.3°
C30/210,55.4°
C60/240,55.4°
C90/270,55.4°

500

0

2000

3000

4000

5000
0

30

60

90

120

150

-90

-60

-30

-120

-150

-/+180

AVERAGE BEAM ANGLE(50%): 34.5°

Lumens: 1809.1 Lm
Watts: 19 W
LPW: 96.08 Lm/W
CCT: 3000K

Zonal Flux Diagram

C0 C45 C90 C135 C180Υ
10
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110
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130
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170

90
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DEG LUMINOUS INTENSITY:cd

3595

1587

353.8

26.15

7.895

5.966

4.137

1.515

0.0971

0.0661

0.5419

2.124

5.342

9.396

12.63

13.57

12.47

12.20

3908

1863

470.9

33.17

8.743

6.681

4.787

1.914

0.1263

0.0719

0.4114

1.760

4.735

8.753

12.23

13.42

12.62

12.31

4082

2067

561.4

41.54

9.090

6.739

4.733

2.051

0.2345

0.0860

0.3585

1.569

4.362

8.345

12.00

13.47

12.73

12.21

4076

2106

588.3

50.65

8.243

6.147

4.427

1.871

0.2182

0.0500

0.3065

1.507

4.286

8.255

11.87

13.35

12.58

12.21

4056

2070

597.8

47.64

7.956

5.847

4.039

1.608

0.1358

0.0749

0.1458

0.6628

2.381

5.784

9.829

12.42

12.36

12.27

Zonal Lumens

Υ
0-10

100-110

90-100

10-20

110-120

20-30

120-130

30-40

130-140

40-50

140-150

50-60

150-160

60-70

160-170

70-80

170-180

80-90

φ total

407.4

1182

1649

1757

1770

1777

1782

1785

1785

1785

1786

1786

1788

1793

1799

1804

1808

1809

UNIT: lm

 Luminance cd/(m2)

G(DEG) C0/180 C90/270

85

80

75

70

65

60

55

50

45

1638

1983

2346

2748

2816

2711

2807

2790

2579

2732

2612

2856

3061

2843

2981

3098

3128

7390

UNIT: cd

3" / 19W / 3000K / 36°  

C0/180,34.6°
C30/210,34.5°
C60/240,34.5°
C90/270,34.5°

1000

1000

1500

2000


