
NLRP2 Perimeter
Spec-grade | Recessed 2.3'' Width

Feature

     UL and cUL listed. Suitable for Damp Locations

     Standard Flush, 2", 4", and 6" regressed depth options

     Lumen output: 500lm/ft, 750lm/ft and 1000lm/ft

     Adjustable illuminated telescoping (1"~13") for on-site flexibility

     Continuous run supported, up to 40ft in 120V AC, 

     100ft in 277V AC

PERFORMANCE

2.3" width options

Compatible for drywall & T-grid ceiling

Standard fixture length options: 2', 3' and 4'

Field adjustable CCT: 3000K, 3500K, 4000K

5 years limited warranty

Next Lighting Perimeter Series transforms interior spaces by 

defining architectural boundaries with seamless lines of light. 

Designed to enhance depth, contrast, and visual comfort, it 

creates a refined transition between illuminated surfaces and 

surrounding architecture. Flexible installation options, including 

wall and threaded-rod mounting, allow seamless integration into 

a variety of environments. Available with flush, 2", 4", and 6" 

regressed optics, the system also oșers optional telescoping 

sections for precise wall-to-wall and corner-to-corner installations.

Lighting
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Ceiling

Ceiling

Lumens are subjuect to diffuser with maximum wattage,4000K with white finish only. 

Lumen OutputEȚcacyLength
Wattage 

Selectable
CCT AdjustableWidth



PRODUCT ORDERING GUIDE

Example: NXT-NLRP2-ZE4-B-WH-40W-D10-80TW-D-DF-4T

FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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NLRP2 Perimeter

NXT
NLRP2

Product
Series

NXT
NLRP2

Length

Default Settings: Maximum wattage and 4000K.

100% Downlight

CRI 

90
90+ CRI 

DF
Diffuser

0-10V Dim 

- - - -

CCT

TW

Lighting 
Distribution

D

Down Lens

D10

Dims to 10%
110-277V AC

110-277V AC

D01

Dim to 1%*

Tested Dimmers: 
®Lutron  Diva-Dvtv, 

®Leviton  IP-710-DL.

CCT Adjustable

3000K 3500K/ /

4000K

DTWWH

2
2Inch 

Regressed 
Depth 

4
4Inch  

6
6Inch 

T

L

Drywall 

(Trim Flange) or 

T-Grid Ceiling

Drywall 

(Trimless)

Ceiling 
Type 

ZE2
2 Feet Individual

ZE3
3 Feet Individual

ZE4
4 Feet Individual

Width Finish

WH
White

20W

30W

40W

Wattage

- -

B
2.3 Inch

-

Up to 20w 
2200lm for 2ft 

Up to 30w 
3300lm for 3ft 

Up to 40w 
4400lm for 4ft 

DF

Make to Order

F
Flush 

OPTIONAL PARTS

Inside Corner

CI

2FT+Telescoping Section

1FT+Telescoping Section

3FT+Telescoping Section

1T

2T

3T

Optiona l Pre-assembled   Configuration 

2.3" or 3.8" width inside corner with flush, 
2", 4" or 6" regressed depth options.

Outside Corner

CO
2.3" or 3.8" width outside corner with flush, 
2", 4" or 6" regressed depth options.

2.3" or 3.8" width with flush,2", 4" or 6"  
regressed depth options.

2.3" or 3.8" width with flush, 2", 4" or 6" 
regressed depth options.

2.3" or 3.8" width with flush, 2", 4" or 6" 
regressed depth options.

Damp rated for ambient operating temperature of -20°C to +40°C (-4° to+104°F)

Adjust from 13"~ 25"

Adjust from 24 1/2"~ 36 1/2"

Adjust from 36 1/2"~ 48 1/2"

Flush 2 ", 4" or 6" Regressed Depth



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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1' +Telescoping

2'+Telescoping

3'+Telescoping

2'+2'+Telescoping

3'+2'+Telescoping

2'+2'+2'+Telescoping

2'+3'+2'+Telescoping

2'+4'+2'+Telescoping

3'+4'+2'+Telescoping

2'+3'+3'+2'+Telescoping

2'+3'+4'+2'+Telescoping

2'+4'+4'+2' +Telescoping

3'+4'+4'+2'+Telescoping

2'+2'+4'+4'+2'+Telescoping

2'+3'+4'+4'+2'+Telescoping

3'+3'+4'+4'+2'+Telescoping

3'+4'+4'+4'+2'+Telescoping

2'+2'+4'+4'+4'+2'+Telescoping

2' +3'+4'+4'+4'+2'+Telescoping

3'+3'+4'+4'+4'+2'+Telescoping

3'+4'+4'+4'+4'+2'+Telescoping

2'+2'+4'+4'+4'+4'+2'+Telescoping

2'+3'+4'+4'+4'+4'+2'+Telescoping

3'+3'+4'+4'+4'+4'+2'+Telescoping

3'+4'+4'+4'+4'+4'+2'+Telescoping

Fixtures UsedTotal Length of 
Each Runs(Inch)

Min Length Max Length 

13

48

60

119

143 

155 

131 

24 1/2 

36 1/2 

71 1/2 

83 1/2 

95 1/2 

178 1/2 

190 1/2 

202 1/2 

261 1/2 

273 1/2 

285 1/2 

297 1/2 

214 

226 

238 

250 

166 1/2 

107 1/2 

25 

60 

72 

131 

143 

155 

167 

36 1/2 

48 1/2 

83 1/2 

95 1/2 

107 1/2 

178 1/2 

190 1/2 

202 1/2 

273 1/2 

285 1/2 

297 1/2 

309 1/2 

214 1/2 

226 

238 

250 

262 

119 1/2 

CUSTOM LINE OR SHAPE ORDERING GUIDE

How to calculate the luminaire length
of each runs Chart A?

For configurations provide nominal total length. Actual 
length calculated by factory. Please provide drawings to 
clearly illustrate corners and wall dimensions.

Square Pattern With Inside Corner

For 2.3" Width Version

Luminaires

Luminaires

L
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Remark: For luminaire length 

calculation, see Chart A.
Wall

Square Pattern With Outside Corner

For 2.3" Width Version

Luminaires

Luminaires

L
u

m
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Remark: For luminaire length 

calculation, see Chart A.

Wall

2"

4  5/16"



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Option 1: Mount by flanged trim in 
Dry ceiling.

Flanged Trim Trimless
Mount by trimless flanged kit and

need plastering in Dry ceiling.

Option 2: Mount by flanged trim in 

T-grid ceiling / Drop ceiling.

Drywall Trimless15/16" T-Grid 9/16" T-Grid 9/16" Tegular GridDrywall Trim

Drywall
Drywall

FLUSH VERSION

CEILING TYPE

2 11/32"

2 11/32"

3 15/32"

5 1/8"

Threaded Rod By Other

2.3" Width Version(Flush Version)

Threaded Rod On Ceiling  Hook Mounting On Wall  

INSTALLATION



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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2.3" Width Version(Flush Version)

Actual Length:
2FT=L 23 16/32"

3FT=L 35 17/32"

4FT=L 47 17/32"

DIMENSIONS

Mounting Bracket

End Caps

2 11/32"

3 15/32"

 1/10"

Option 1: Mount by flanged trim in 
Dry ceiling.

Flanged Trim Trimless

Mount by trimless flanged kit and

need plastering in Dry ceiling.

Option 2: Mount by flanged trim in 

T-grid ceiling / Drop ceiling.

REGRESSED VERSION

Drywall Trimless

Need Plaster

Drywall

15/16" T-Grid 9/16" T-Grid 9/16" Tegular GridDrywall Trim

Drywall

CEILING TYPE



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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Threaded Rod By Other

Threaded Rod On Ceil ing 

MAX 1"

MAX 1"

2" /4" /6 " Options

Regressed  Depth  

2" /4" /6 " Options

Regressed  Depth  

7 1/8" (If 2" Depth)

9 1/8" (If 4" Depth)

11 1/8" (If 6" Depth)

6 1/2" (If 2" Depth)

8 1/2" (If 4" Depth)

11 1/2" (If 6" Depth)

Hook Mounting On Wall  

2.3" Width Version

INSTALLATION

2 11/32"

2 11/32"

2.3" Width Version

DIMENSIONS

End Caps

7 37/50"

3 11/50" 7/50"

11/25"

1/20"

Regressed Depth Options: 
2inch, 4inch, 6inch 

Mounting Bracket

Actual Length:
2FT=L 23 16/32"

3FT=L 35 17/32"

4FT=L 47 17/32"



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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OPTIONAL PRE-BUILT 90°CORNERS

 Inside 90°

Outside 90°

Patterns can be customized with illuminated 90° inside or outside 

corners, featuring standard 2' corner junction lengths. These fully 

illuminated, factory-built corners come in an all-in-one box for 

easy, streamlined installation. 

OUTSIDE CORNER

Wall

 2" 

Regressed VersionFlush Version

INSIDE CORNER

Wall

noisreV hsulF noisreV hsulF

Wall Wall

Regressed Version

2" 

5 3/4" 4  5/16" 

Adds a minimum of 1"

2.3" Width Version

2.3" Width Version

3.8" Width Version

3.8" Width Version

OPTIONAL PRE-ASSEMB CONFIGURATION 
An adjustable, illuminated telescoping section designed for seamless corner applications. This flexible extension allows for precise 
customization to the run length for a perfect fit against adjacent walls.  It comes pre-assembled with its one adjacent fixtures before 
delivery normally for easy installation.

1T: 1FT+Telescoping Section 2T: 2FT+Telescoping Section

3T: 3FT+Telescoping Section

Telescoping

Adjust from 1"~ 13 "

ZE 3FT

Min 36 1/2", Max 48 1/2"

35 1/2"

Telescoping

12" Adjust from 1"~ 13 "

Min 13", Max 25"

ZE 1FT
ZE 2FT

Min 24 1/2", Max 36 1/2"

23 1/2"

Telescoping

Adjust from 1"~ 13 "



NLRP2 Perimeter
FIXTURE TYPE:
PROJECT NAME:

LOCATION:
DATE:
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 DISTRIBUTION DIAGRAM 

Zonal Flux Diagram
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4'/ Diffuser/ 4000K Zonal Flux Diagram
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